CONTRACT NO. 64858

GENERAL NOTES

1. THE REMOVAL OF BITUMINOUS SURFACING NOT ON A RIGID TYPE BASE
REMOVED IN CONJUNCTION WITH THE BASE SHALL BE REMOVED AS EARTH
EXCAVATION. THE REMOVAL OF BITUMINOUS SURFACING ON A RIGID TYPE
BASE REMOVED IN CONJUNCTION WITH THE BASE SHALL BE INCLUDED IN THE
CONTRACT UNIT PRICE FOR PAVEMENT REMOVAL OF THE TYPE SPECIFIED.

2. THE FINAL TOP FOUR INCHES OF SOIL IN ANY RIGHT-OF-WAY AREA
DISTURBED BY THE CONTRACTOR MUST BE CAPABLE OF SUPPORTING
VEGETATION. THE SOIL MUST BE FROM THE A HORIZON (ZERO TO 2’ DEEP)
OF SOIL PROFILES OF LOCAL SOILS.

3. IT IS ESTIMATED THAT 4 CUBIC YARDS OF EARTH WILL BE HAULED TO THE JOB
JOB FROM OUTSIDE THE PROJECT LIMITS. A SHRINKAGE FACTOR OF
25% HAS BEEN USED.

4. THE CONTRACTOR SHALL SEED ALL DISTURBED AREAS WITHIN THE PROJECT
LIMITS, SEEDING CLASS 4 OR 6 {MODIFIED) SHALL BE USED, EXCEPT IN
FRONT OF PROPERTIES WHERE THE GRASS WILL BE MOWED, THEN USE
SEEDING, CLASS 1 (MODIFIED). CLASS 6 (MODIFIED) SHALL BE USED ON
FRONT SLOPES AND DITCH BOTTOMS. CLASS 4 SHALL BE USED BEHIND TYPE
A GUTTER, ON ALL BACKSLOPES AND AREAS BEHIND THE BACKSLOPE, AND
BEYOND THE TOE OF FRONT SLOPE ON FILL SECTIONS WITHOUT DITCHES.
THIS WORK WILL BE INCLUDED IN THE CONTRACT UNIT PRICE PER CUBIC
YARD FOR EARTH EXCAVATION.

o

FERTILIZER SHALL BE APPLIED TO ALL DISTURBED AREAS AND

INCORPORATED INTO THE SEEDBED PRIOR TO SEEDING OR PLACEMENT OF SOD
AT THE RATE SPECIFIED IN SECTIONS 250 AND 252 OF THE STANDARD
SPECIFICATIONS. THIS WORK SHALL BE INCLUDED IN THE COST OF EARTH
EXCAVATION.

6. MULCH METHOD 2 SHALL BE APPLIED OVER ALL SEEDED AREAS. THIS SHALL
BE INCLUDED IN THE COST OF THE EARTH EXCAVATION.

7. SUBBASE DRAINS AND UNDERDRAIN SPECIALS SHALL BE FULLY INSTALLED,

-

—-

THE THICKNESS FOR THE BRIDGE APPROACH PAVEMENT CONNECTOR
(FLEXIBLE) ADJACENT TO EXISTING PAVEMENT SHALL BE A MINIMUM OF
12,  THE MATERIAL SHALL BE 2" BITUMINOUS CONCRETE SURFACE
COURSE MIXTURE D, AND THE REMAINING THICKNESS SHALL BE BITUMINOUS
BINDER COURSE.

. THE CURB IS REQUIRED ON THE BRIDGE APPROACH PAVEMENT AS SHOWN ON

STANDARD 420401.

. ALL FRAMES AND GRATES OF DRAINAGE STRUCTURES TO BE REMOVED OR

FILLED SHALL BE CAREFULLY SALVAGED AND SHALL REMAIN THE PROPERTY
OF THE ILLINOIS DEPARTMENT OF TRANSPORTATION
- MAINTENANCE YARD (SYCAMORE).

WHERE FIELD TILE IS ENCOUNTERED, STORM SEWER OR PIPE DRAIN WILL BE
USED IN ACCORDANCE WITH SECTION €11, THE MINIMUM SIZE FOR
REPLACEMENT WILL BE 150 MM (6’ FOR PIPE DRAINS AND 200 MM (8)
FOR STORM SEWER, BUT THE SIZE MUST BE AT LEAST 50 MM (2’) LARGER
THAN THE ADJOINING TILE. A FIELD TILE JUNCTION VAULT WILL BE
CONSTRUCTED AT THE RIGHT OF WAY TO CONNECT THE TILE AND STORM
SEWER.

. PAVEMENT MARKING SHALL BE DONE ACCORDING TO STANDARD 780001,

EXCEPT AS FOLLOWS:
1. ALL WORDS, SUCH AS ONLY, SHALL BE 8 FEET HIGH.
2. ALL NON-FREEWAY ARROWS SHALL BE THE LARGE SIZE.
3. THE DISTANCE BETWEEN YELLOW NO-PASSING LINES SHALL BE 8“,
NOT 7/ AS SHOWN IN THE DETAIL OF TYPICAL LANE AND EDGE LINES.

PERMANENT SURVEY MARKERS, TYPE II, SHALL BE SET AT INTERVALS OF
IMILE OR AS DIRECTED BY THE ENGINEER., BRIDGE OR CULVERT PROJECTS
SHALL HAVE ONE SURVEY MARKER PLACED NEAR THE STRUCTURE.
ESTIMATED: 1 EACH,

24. THE APPLICABLE PORTIONS OF ARTICLE 105.07 OF THE STANDARD
SPECIFICATION SHALL APPLY EXCEPT FOR THE FOLLOWING: THE
CONTRACTOR SHALL BE RESPONSIBLE TO LOCATE THE VERTICAL DEPTHS OF
THE UNDERGROUND UTILITIES WHICH MAY INTERFERE WITH CONSTRUCTION
OPERATIONS. THIS WORK WILL NOT BE MEASURED OR PAID FOR
SEPARATELY, BUT SHALL BE CONSIDERED AS INCLUDED IN THE UNIT BID
PRICE FOR THE ITEM OF CONSTRUCTION INVOLVED.

PER SB 699 (90 DAY UTILITY RELOCATION LAW), ONCE RIGHT-OF-WAY 1S
CLEAR TO AWARD THE PROJECT, A NOTICE WILL BE SENT TO THE UTILITY
COMPANIES INSTRUCTING THEM TQ HAVE THEIR FACILITIES RELOCATED
WITHIN 90 DAYS, ESTIMATED DATE RELOCATION COMPLETE = LETTING
DATE + 135 DAYS.

25. CADD DATA WILL BE AVAILABLE TO CONTRACTORS AND CONSULTANTS
WORKING ON THIS PROJECT. THIS INFORMATION WILL BE PROVIDED UPON
REQUEST AS MICROSTATION CADD FILES AND GEOPAK COORDINATE GEOMETRY
FILES ONLY, 1IF DATA IS REQUIRED IN OTHER FORMATS IT WILL BE YOUR
RESPONSIBILITY TO MAKE THESE CONVERSIONS. IF ANY DISCREPANCY OR
INCONSISTENCY ARISES BETWEEN THE ELECTRONIC DATA AND THE
INFORMATION ON THE HARD COPY, THE INFORMATION ON THE HARD COPY
SHOULD BE USED. CONTACT THE DISTRICT‘S PROJECT ENGINEER TO
REQUEST THESE FILES.

COMMITMENTS:
1. THE TWO WETLANDS AREAS, AS SHOWN ON THE PROJECT PLANS IN THE
DESIGN REPORT, LOCATED APPROXIMATELY LEFT STA. 146450 TO 150400 AND
AND RIGHT STA. 147+25 TO STA. 150+00 WILL BE SHOWN ON THE CONTRACT PLANS.

2. NO FILL WILL BE PLACED BEYOND THE CONSTRUCTION LIMITS AS SHOWN ON THE
PROJECT PLANS IN THE DESIGN REPQRT. THEREFORE, THIS PROJECT WILL HAVE NG
IMPACTS TO ADJOINING WETLANDS DESCRIBED IN COMMITMENT *1.

3. AT THE BEGINNING OF CONSTRUCTION, TEMPORARY FENCING WILL BE INSTALLED
ALONG THE WETLANDS DESCRIBED IN COMMITMENT #1.
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20. PERMANENT SURVEY MARKERS, TYPE II SHALL BE CAST-IN-PLACE AS SHOWN
SQEQQEL"T"’;L;R(‘,S?USE“ETED PRIOR TO THE PLACEMENT OF ANY RELATED ON HIGHWAY STANDARD 667101, 4. ALL CONSTRUCTION EQUIPMENT, VEHICLES, AND PERSONNEL WILL NOT BE ALLOWED

J TO ENTER, PARK OR BE STORED IN THE WETLANDS AREAS AS DESCRIBED IN COMMITMENT 1.
8. PREVIOUSLY PUGMILLED STOCKPILES OF “TYPE A” OLDER THAN 1 MONTH 21. THE CONTRACTOR SHALL PLACE A PERMANENT SURVEY MARKER, TYPE II,
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WILL NOT BE APPROVED FOR USE UNTIL A MOISTURE CHECK IS RUN TO
VERIFY MOISTURE CONTENT. MATERIAL SHIPPED TO PROJECTS WITHOUT
BEING TESTED WILL NOT BE ACCEPTED.

9. EXCEPT FOR THE TOP 75 MM (3'), ALL AGGREGATE BASES AND SUBBASES
300 MM (12') IN THICKNESS SHALL BE CONSTRUCTED OF AGGREGATE
GRADATION CA-2. IF THE SPECIFIED THICKNESS EXCEEDS 300 MM (129,
THE BASES OR SUBBASES SHALL BE CONSTRUCTED OF TOPSIZE 150 MM (6')
BREAKER-RUN CRUSHED STONE WITH 70% TO 90% BY WEIGHT, PASSING THE
4" SIEVE AND 15% TO 40% BY WEIGHT, PASSING THE 50 MM (2) SIZE
SIEVE, EXCEPT FOR THE TOP 75 MM (3"). THE BREAKER-RUN CRUSHED
STONE SHALL BE REASONABLY UNIFORMLY GRADED FROM COARSE TG FINE AND
BE TAKEN FROM A QUARRY LEDGE CAPABLE OF PRODLCING CLASS ‘D"
QUALITY AGGREGATE. THE TOP 75 MM (3") SHALL BE GRADATION CA-6 OR
CA-10 REGARDLESS OF THICKNESS. THE WATER NECESSARY TO ACHIEVE
COMPACTION IN ALL BUT THE TOP 75 MM (3’2 LAYER MAY BE ADDED AFTER
THE SUBBASE OR BASE COURSE IS PLACED ON THE GRADE.

USING THE USGS TABLE PROVIDED AT THE LOCATION DIRECTED BY THE
ENGINEER.

. THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER A DESCRIPTION OF

L.OCATION, ELEVATION, AND COORDINATES FOR EACH PERMANENT SURVEY
MARKER. THE ENGINEER SHALL SUBMIT THIS INFORMATION TO THE SURVEY
CREW.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY
PROPERTY DURING CONSTRUCTION OPERATIONS AS OUTLINED IN ARTICLE
107.31 OF THE STANDARD SPECIFICATIONS. A MINIMUM OF 48 HOURS
ADVANCE NOTICE IS REQUIRED FOR NON-EMERGENCY WORK. THE JULIE
NUMBER IS 800-892-0123. THE FOLLOWING LISTED UTILITIES LOCATED
WITHIN THE PROJECT LIMITS OR IMMEDIATELY ADJACENT TO THE PROJECT
CONSTRUCTION LIMITS ARE MEMBERS OF JULIE:

UTILITIES
10. JTHE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS Commonweaith Edison Co. Electric
PROJECT:
Verizon Telephone
MIXTURE USES(S): SURFACE - | BIT. MIX. COMP. |LEVEL BINDER-{  TOP SHLD. | BOTTOM SHLD.
172 IRENE_& QUARRY| IL 72 -T2 - L 72 NICOR Gas Co. Gas
PG: PG 64-22 | PG 58-22 PG 64-22 PG _58-22 PG 58-22
RAPZ: (MAX) 15 15 25 30 30 1DOT-District 2 Govt.
DESIGN AIR VOIDS 4.2 @ N50 | 3.0 @ N50 4.2 @ N50 3.0 © N5O 2.0 @ N50
MIXTURE COMPOSITION| IL 9.5 iL 9.5 L 9.5 IL 9.5 BAM
Cho s | s e o es
LIM
;glﬁTEI&N écﬁnecns ?‘5 £ ;'_gA ﬁ - :;2 WHICH ARE NOT MEMBERS OF JULIE AND SHOULD BE NOTIFIED INDIVIDUALLY

11. THE CONTRACTOR WILL BE REQUIRED TO FURNISH 5 1/2” HIGH BRASS
STENCILS AS APPROVED BY THE ENGINEER AND INSTALL STATIONING AT
2507 INTERVALS. STATIONING SHALL BE PLACED ON BOTH LANES OF 2-
LANE HIGHWAYS AND ON THE OUTSIDE LANES IN BOTH DIRECTIONS ON 4-
LANE HIGHWAYS. THE STATIONS SHALL BE PLACED 6" INSIDE THE
PAVEMENT MARKING EDGE SO THEY CAN BE READ FROM THE SHOULDER. THIS
WORK WILL BE INCLUDED IN THE COST OF THE FINAL PAVEMENT SURFACE.

12. THE NEW NUMBER FOR THIS STRUCTURE WILL BE 019-0047.

13. THE CONTRACTOR SHALL SUBMIT FOUR COPIES OF THE REQUIRED SHOP
DRAWINGS FOR REVIEW AND APPROVAL TQ THE BUREAU OF BRIDGES AND
STRUCTURES, 2300 SOUTH DIRKSEN PARKWAY, SPRINGFIELD, IL 62764,
AFTER APPROVAL OF INITIAL SUBMITTAL, THE CONTRACTOR SHALL SUBMIT
ONE SET OF SHOP DRAWINGS TO ERIC HARM, ENGINEER OF MATERIALS,
126 EAST ASH STREET, SPRINGFIELD, IL 62706, AND EIGHT (8) SETS OF
SHOP DRAWINGS TO BE DISTRIBUTED TO:
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